AMDI‘.' Catalyst™ 9.9

Linux Installer Note

AMDZ1

The ATI Proprietary Linux Installer makes installing the ATI Proprietary Linux driver a
much simpler and user friendly experience. The new ATI Proprietary Linux Installer
provides two modes of installation. The Install Driver option provides a simple driver
installation process, and the Generate Distribution Specific Driver Package provides a
simple way to generate a package for your distribution.

This release note provides information on the following:

Operating Systems Distributions Supported
Minimum System Requirements

System Recommendations

Uninstalling the ATI Linux Proprietary Driver
Install Driver Option

Driver Update Notification

Linux Feedback Program

Note: To successfully install the ATI Proprietary Linux driver, you
should uninstall any third party graphics driver such as NVIDIA
proprietary Linux graphics drivers currently on your system.

Note: ATI recommends that you create a central location for your
ATI Proprietary Linux driver downloads.
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Note: ATI recommends you uninstall the ATI Proprietary Linux
Driver before installing a newer version.

Operating Systems Distributions Supported

The latest version of the ATI Proprietary Linux driver is designed to support the
following Linux distributions:

e Red Hat Enterprise Linux suite
e Novell/SUSE product suite
e Ubuntu

Note: The ATI Proprietary Linux driver may be installed on a
number of other Linux distributions. Refer to the installation
instructions for more information.

Note: ATI has contributed packaging scripts to allow creation of
other packages, but does not necessarily test, verify or warrant the
reliability. Currently Red Hat Enterprise Linux suite and
Novell/SuSE product suite are supported Linux distributions.

Note: ATI Events Daemon is not installed in /etc/init.d if using the
Automatic Driver Installation Option. To install the ATI Events
Daemon for Red Hat and SuSE, use the Generate Distribution
Specific Driver Package option to create packages for LGD
installation. If there are no available packages for your distribution
that install scripts for the daemon, refer to their respective user
documentation on inserting and use of services/daemons. Examples
scripts can be located in the default directory of
"fusr/share/doc/ati/examples™ after Automatic Driver Installation
Option installation.

Minimum System Requirements

Before attempting to install the ATI Proprietary Linux driver, the following software
must be installed:

X0rg6.8,6.9,7.0,7.1,7.2,7.30r7.4

Linux kernel 2.6 or above

glibc version 2.2 or 2.3

POSIX Shared Memory (/dev/shm) support is required for 3D applications
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Note: If a Linux 2.6.11 or newer kernel was built with
CONFIG_AGP enabled, the kernel AGP frontend is required to load

the fglrx kernel module. To identify whether your kernel was built
with CONFIG_AGP enabled, look for CONFIG_AGP=y in the
kernel config file, or if the 'agpgart' module is loaded.

System Recommendations

For best performance and ease of use, ATl recommends the following:

Kernel module build environment

o0 Kernel source code include either the Kernel Source or Kernel Headers packages
The RPM utility should be installed and configured correctly on your system, if you
intend to install via RPM packages

The following packages must be installed in order for the Catalyst™ Linux driver to
install and work properly:

XFree86-Mesa-libGL
libstdc++

libgcc

XFree86-libs
fontconfig

freetype

zlib

gce

Uninstalling the ATI Linux Proprietary Driver

Uninstalling the ATI Linux Proprietary Driver is dependent on the mode of the initial
installation.

Automatic or Custom Driver Installations

If the ATI Proprietary Linux Driver was installed using either the Automatic or Custom
options, then do the following:

1
2
3

Launch the Terminal Application/Window and navigate to the /usr/share/ati folder.
With superuser permissions, enter the command "sh ./fglrx-uninstall.sh™.
Reboot your system.

You have now successfully uninstalled the ATI Linux Proprietary Driver.

Package Generation

If the initial installation of the driver was done via the Operating Systems package
management software (RPM, APT, etc.) then please use that package management
software to remove the ATI Proprietary Linux Driver.
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In order to restore the system to the previous state before the last installation, the original
configuration file needs to be restored manually. Without that, Xorg may fail to start
properly after uninstalling the driver and rebooting the system.

To restore the original Xorg configuration file:
1 Locate backup configuration files: Is /etc/X11/xorg.conf.original-*
2 Take the latest version with the highest number and copy it over the existing

xorg.conf file: cp /etc/X11/xorg.conf.original-<number> /etc/X11/xorg.conf

After that it is safe to reboot the system and it will start up using the open-source driver
that ships with the OS.

Install Driver Option
The Install Driver option provides two driver installation options. The Automatic option

installs all driver components, and the Custom option allows for the selection of driver
components to be installed.

Automatic Driver Installation Option

Note: You must be logged in with superuser privileges (as root or
with sudo access) in order to successfully install the ATI Proprietary
Linux driver.

To install the ATI Proprietary Linux driver using the Automatic option, follow these
steps:

1 Launch the Terminal Application/Window and navigate to the ATI Proprietary Linux

driver download.
2 Enter the command sh ./ati-driver-installer-9-9-x86.x86_64.run to launch the ATI

Proprietary Linux driver installer.

The ATI Proprietary Linux Driver Setup dialog box is displayed.

AMDZ1 ATI Catalyst™ Linux Installer Note 4



Option:
# Instal Criver 8.573 on X.0rg 7.1 7.2 7.3 B4-Eit

~ Generate DistribLtion Specfic Driver Package

Readky to installl

Caontinue

3 Select Install Driver and click Continue. The ATI License Agreement will be
displayed.

AMD Saftware End User License Agreemert

FLEASS READ THIS LICENSE CAREFULLY EEFCRE USIMC  THE SOFTWARE. EBY
MOMLIADIMG, INSTALLIMG, COPYIMG OR LUSIMC THE SOFTWARE. YOL ARE AGREEING TO
EE EOIWD BY THE TERMS OF THIS LICEMSE, IF Y0l ARE FCCESSING  THE  SOFTLARE
ELECTIONICALY. SIGWIFY YOUR AGREEFEMT EY CLICKING THE “ACREEACCERT"
BUTTOM,  IF YOU IO MOT AGFEE TO THE TERMZ OF THIS LICEMSE, PROMPTLY RETURM
TH= SIFTWARE TO THE PLACE WHERE ¥OU OETAIMEI IT FND {IF APFLICABLE) YOUR
MOYEY WILL BE REFUNIED OR IF THE SCFTWARE WFS FCCESSED ELECTRONICALLY CLICK
"DISASREE/TECLIME" .

1, Lizense, Adusnced Micra  Tevices. Ine,. or keheslf of itzelf, itsd
suasidiaries and licensors (referrec collectively as "AFD") grants to you?
thz Following mon-exclusive, right tc use the softwsre  accompanying?
this Licenss (hersirafter “"Software”) sthject to the Following terns and®

linitationsy

Cancel | Agree

4 Read the License Agreement and click | Agree to continue the installation, or Cancel
to terminate the installation. The Mode of Installation Dialog Box is displayed.
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Flease choose the mode of nstalation:

|A Automatic

+ Custom

Qancell Zentnle

5 Select Automatic and click Continue. The ATI Proprietary Linux Driver is now
installed, and the Installation Complete Dialog box will be displayed.

stary Linux Driver 8:573 Setup.

Installator Completed

The AT| Froprietary Linux D-iver
installation
Is complete.

The lcg ‘ile has beer storsd in
fust/sharesati

The diver wil now be conficured in
basic mode,

For advanced configuration of the
drivar,

please run aticonfig from 2 consale
window

or AMD SCCILE from the Des<top
hManager henu.

If the X Sever fails t load on the
rext 2ttemat,

please run " aticong --inital -f* fram
the ccnsole,

(Note Tnis will remove all
device/monitor/screen

sechions in your X Servar confijuration
file).

6 Click Exit to close the ATI Proprietary Linux Driver Installer.

7 Launch the Terminal Application/Window and run:
For versions of X.Org newer than 7, /usr/bin/aticonfig --initial to configure the
driver for your ATI product.
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For versions of X.0rg older than 7, /usr/X11R6/bin/aticonfig --initial to configure
the driver for your ATI product.
8 Reboot your system.

You have successfully installed the ATI Proprietary Linux Driver.

Custom Driver Installation Option

The Custom option allows for the selection of driver components to be installed. To
install the ATI Proprietary Linux Driver using the Custom option, follow these steps:

1 Launch the Terminal Application/Window and navigate to the ATI Proprietary Linux
driver you have downloaded.

2  Enter the command sh ./ati-driver-installer-9-9-x86.x86_64.run to launch the ATI
Proprietary Linux driver installer.

The ATI Proprietary Linux Driver Setup dialog box will be displayed.

# Instal Criver 8.573 on X.0rg 7.1 7.2 7.3 B4-Eit
~ Generate DistribLtion Specfic Driver Package

Ready to installl

rncel Continue

Pl

It
i)

3 Select Install Driver and click Continue. The ATI License Agreement will be
displayed.
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AMD Saftwars End User License Agresmert J

FLEASZ READ THIS LICEMSE CAREFULLY EEFCRE USINC  THE SOFTWARE, EY
DO0JMLIADING, INSTALLING, COPYIMG OR USIMC THE SOFTWARE. YOL AFE AGREEING TO
(BE BOIND BY THE TERMS OF THIS LICEMSE, IF YOU ARE FLCCESSING THE  SOFTWARE
ELZCTIONICALLY. SIGWIFY YOUR AGREEFEMT Ey CLICKING THE “ACREEACCERT"
EBUTTON. IF ¥COU IO NOT AGREE TO THE TERME OF THIS LICENSE, PROMPTLY RETURM
TH= SIFTWARE TO THE PLACE WHERE ¥OU OETAIMEI IT FND {IF APFLICABLE) YOUR
MOYEY WILL BE REFUNIED OR IF THE SCFTWARE WFS FCCESSED ELECTRONICALLY  CLICK
"DISASREE/TECLIME" .

1. Lizerme, Advanced Micra  Devices, Inc,. or tehslf of itself, its@
suosidiaries and licensors (referrec collectively as "AFD") grants to you?
ths Following ronexclusive, right tc use the softwsre  accompanying®
thiz License thereirafter “"Software") sibject to the fcllowing terns and®

linitationst

Cancel | Agree

4 Read the License Agreement and click I Agree to continue the installation, or Cancel
to terminate the installation. The Mode of Installation Dialog Box will be displayed.

Please choose the mode of installation:

+ Automatic

-~ Custom

Zancsl Continue

5 Select Custom and click Continue. The ATI Proprietary Linux Driver Setup options
will be displayed.
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ATl Proprietary Linux Driver 8.455.2 Setup

Option

= Documentation

r Display and CpenGL Drivers
r Kernel Moduls

- Catalyst Control Center

Free space: 5835 MB Estimated size: 48 MB

Cancel Continue |

6 Select the driver components to be installed and click Continue. The ATI Proprietary
Linux Driver is installed, and the Installation Complete Dialog box will be displayed.

Installator Completed

The ATI Proprietary Linus Driver
installation
is complate,

The leg fle has besr storad in
fust/sharefati

The diver wil now be conficurad in
basic mode.

For advanced configuration of the
drivar,

please run aticonfig from a consale
window

or AMD CCCILE from the Des<top
Manager Menu.

If the ¥ Sewer fails to load on the
next attemat,

please run *aticong —-inital - from
the ccnsole.

{Mote Tais will remaove all

device/ monitor/screen

seclions in your X Server configuration
filey.

7 Click Exit to close the ATI Proprietary Linux Driver Installer.

8 Launch the Terminal Application/Window and run:
For versions of X.0Org newer than 7, /usr/bin/aticonfig --initial to configure the
driver for your ATI product.
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For versions of X.Org older than 7, /usr/X11R6/bin/aticonfig --initial to configure
the driver for your ATI product.
9 Reboot your system.

You have successfully installed the ATI Proprietary Linux Driver.

Generate Distribution Specific Driver Package Option

AMDZT

The Generate Distribution Specific Driver Package option provides a simple way to
generate a package specific for your distribution. This option uses the policies set by the
operating system vendor and allows for maximum compatibility with the distribution. To
install the AT Proprietary Linux Driver using the Generate Distribution Specific
Driver Package option, follow these steps:

Note: You must be logged in with superuser privileges (as root or
with sudo access) in order to successfully install the ATI Proprietary
Linux driver.

1 Launch the Terminal Application/Window and navigate to the ATI Proprietary Linux
driver download.

2  Enter the command sh ./ati-driver-installer-9-9-x86.x86_64.run to launch the ATI
Proprietary Linux driver installer.

The ATI Proprietary Linux Driver Setup dialog box will be displayed.

ATl Proprietary Linux Driver 8.573 Setup.
| Options
- Install Crriver 8.573 on X.0rg 7.1 7.2 7.3 B4-Lit

~ Generate DistribLtion Specfic Driver Package

Ready to installl

Zzncel Continue |

3 Select Generate Distribution Specific Driver Package and click Continue. The ATI
License Agreement will be displayed.

ATI Catalyst™ Linux Installer Note 10



4 Read the License Agreement and click I Agree to continue the installation, or Cancel
to terminate the installation. The Package Generation Dialog Box will be displayed.

ATl Proprietary Linux Driver 8.455.2 Setup

Cption:
Package Generation
~ RedHat Packages

1 RedHatRHEL4 84a

4 RedHatRHEL4

4 RedHatRHELS 64a

[ RedHaWRHELS

+ SUSE Fackages
SUSE/SLED0-1432
SUSE/SLES10-/A32
SUBE/SUSE011432
SUSE/SLEDA0-AMDEE
SUBE/SLES10-AMDES
SUSESUSENNT-AMDES
SUBE/SUBE 10214352
SUSE/SUSE 031432
SUSE/SUSE 102-AMDE4
SUBE/SUSE103-AMDEE
« Fackagas for other distributions

L L L L L L L L L L

Fros space: 5835 MB Estimated size: 1 MB

Cancel Continue

5 Select the distribution package to be generated and click Continue. The package
generation will start and the Package Generation Completed dialog box will be
displayed.

All'Proprietary Linux Dnver 8.455.2 Setup
Package Generation Completed

Fackage generation of the ATI Proprietary
Linux Driver is complete.

The generated package has been placed in the
current directory.

The log file has been stored in
fusrisharelati.

After installation of the generated package,

It is important to save your X Window

configuration file, and then run

"aticonfig --initial” {in a conzole window)

to complete the basic configuration of the

display scttings. For advanced configuration,
please run aticonfig from a console window

or AMD CCCLE from the Desktop Manager hMenu.

A reboot of the system is recommended after
running aticonfig.

Exit
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6 Click Exit to close the ATI Proprietary Linux Driver Installer.
7 You are now ready to install the generated distribution package using the
distribution's package management system.
8 After installing the generated distribution package, launch the Terminal
Application/Window and run:
For versions of X.0rg newer than 7, /usr/bin/aticonfig --initial to configure the
driver for your ATI product.
For versions of X.0rg older than 7, /usr/X11R6/bin/aticonfig --initial to configure
the driver for your ATI product.
10 Reboot your system.

You have successfully installed the ATI Proprietary Linux Driver.

Driver Update Notification

To receive driver notifications, add the following RSS feed to your RSS reader:
http://www2.ati.com/rss/catalyst.rss

Note: In order to receive notifications you will need to have an RSS
reader installed.

Linux Feedback Program

The ATI Proprietary Linux driver releases may incorporate suggestions received through
the Linux feedback program.

Please refer to http://www.amd.com/us/LinuxCrewSurvey to provide us with feedback.
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